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The Finishing & Decorating of
Gypsum Board Surfaces
For many years contract documents describing how
gypsum board walls and ceilings should look prior to final
decoration with paints and other wallcoverings have included
nonspecific terms such as “industry standards” and “workmanlike finish.” And, for as many years, wall and ceiling contractors
have tried to fulfill their obligations by providing the finish
conditions envisioned but not truly described.
As a means of resolving a common problem, in 1990 four
major trade associations concerned with the manufacture,
erection, finish, and decoration of gypsum board wall and
ceiling systems developed an industry-wide Recommended
Levels of Gypsum Board Finish. This document is intended to
assist specification writers, architects, contractors, and building owners to more precisely describe the finish of walls and
ceilings prior to the application of paints and other
wallcoverings, to encourage competitive bidding of suitably
finished surfaces, and to enhance the appearance of the final
decorative treatment and thereby enlist a satisfied client.
Because the joints and fasteners must be concealed with
fill and finish coats of joint compound, it is impossible to achieve
a finished surface that is a flat plane. Instead, the joints and
fasteners are finished with graduated arcs designed to prevent
recesses or ridges that result in distinct shadows in critical light.
The finish of gypsum board walls and ceilings for specific
final decoration is dependent on a number of factors. A primary
architectural consideration is the location of the surface and the
degree of decorative treatment desired. Painted and unpainted
surfaces in warehouses and other areas where appearance is
normally not critical may simply require the taping of wallboard
joints and “spotting” of fastener heads. Blemish-free, smooth,
monolithic surfaces often intended for painted and decorated
walls and ceilings in habitated structures, ranging from singlefamily dwellings through monumental buildings, require
additional finishing prior to the application of the final decoration.
Other factors to be considered in determining the level of
finish of the gypsum board surface are (1) the type and angle of
surface illumination (both natural and artificial lighting), and (2)
the paint and method of application or the type and finish of
wallcovering material specified as the final decoration. Critical
lighting conditions, paints with sheen levels other than flat, and
thin wallcoverings require a higher level of gypsum board finish
than do heavily textured surfaces which are subsequently
painted or surfaces which are to be decorated with heavy grade
wallcoverings. Once all of the factors have been evaluated,
specifications can be written in specific terms and responsible
contractors are better prepared to present their most competitive bid.
The accompanying consensus document is presented by
the Association of the Wall and Ceiling Industry (AWCI), Ceiling
& Interior Systems Construction Association (CISCA), Drywall
Finishing Council (DWFC), Gypsum Association (GA), and
g and Decorating
g Contractors of America (PDCA)
(
) as a
Painting
guide. The members of these trade organizations are dedicated to providing the best possible job for the most reasonable
cost. By incorporating the appropriate sections of this recommended specification into the project documents the architect,
general contractor, and building owner can better anticipate the
final appearance of the decorated wall and ceiling system.

Recommended
II. SCOPE. This recommended specification describes
various levels of finish of gypsum board surfaces prior to the
application of specific types of final decoration. The recommended level of finish of gypsum board wall and ceiling
surfaces varies with the final decoration to be applied and
can also be dependent on their location in a structure and
the type of illumination striking the surface. Each recommended level of finish is described with typical applications.
II. TERMINOLOGY. The following definitions are applicable
to this document.
Accessories - Metal or plastic beads, trim, or moulding
used to protect or conceal corners, edges, or abutments of
the gypsum board construction.
Critical Lighting - Strong sidelighting from windows or
surface- mounted light fixtures. syn severe lighting. See
“comments” section of this document.
Drywall Primer - A paint material specifically formulated
to fill the pores and equalize the suction difference between
gypsum board surface paper and the compound used on
finished joints, angles, fastener heads, and accessories and
over skim coatings. See “comments” section of this document.
Joint Photographing - The shadowing of the finished
joint areas through the surface decoration. syn telegraphing.
Skim Coat - Either a thin coat of joint compound trowel
applied, or a material manufactured especially for this
purpose and applied in accordance with manufacturer’s
recommendations, over the entire surface.
Spotting - To cover fastener heads with joint compound.
Texture - A decorative treatment of gypsum board
surfaces.
Texturing - Regular or irregular patterns typically
produced by applying a mixture of joint compound and
water, or proprietary texture materials including latex base
texture paint, to a gypsum board surface previously coated
with drywall primer. See “comments” section of this document.
III. LEVELS OF FINISH. The following levels of finish are
established as a guide for specific final decoration. The
minimum requirements for each level shall be as described
herein.
Level 0:
No taping, finishing, or accessories required.
This level of finish may be useful in temporary construction or whenever the final decoration has not been determined.
Level 1:
All joints and interior angles shall have tape set in
joint compound. Surface shall be free of excess joint
compound. Tool marks and ridges are acceptable.
Frequently specified in plenum areas above ceilings, in
attics, in areas where the assembly would generally be
concealed or in building service corridors, and other areas
not normally open to public view. Accessories optional at
specifier discretion in corridors and other areas with pedestrian traffic.

Levels of Gypsum Board Finish
Some degree of sound and smoke control is provided; in
some geographic areas this level is referred to as “fire-taping.”
Where a fire-resistance rating is required for the gypsum board
assembly, details of construction shall be in accordance with
reports of fire tests of assemblies that have met the fire-rating
requirement. Tape and fastener heads need not be covered
with joint compound.
Level 2:
All joints and interior angles shall have tape embedded in joint compound and wiped with a joint knife leaving
a thin coating of joint compound over all joints and interior
angles. Fastener heads and accessories shall be covered
with a coat of joint compound. Surface shall be free of
excess joint compound. Tool marks and ridges are
acceptable. Joint compound applied over the body of the
tape at the time of tape embedment shall be considered a
separate coat of joint compound and shall satisfy the
conditions of this level.
Specified where gypsum board is used as a substrate for
tile; may be specified in garages, warehouse storage or other
similar areas where surface appearance is not of primary
concern.
Level 3:
All joints and interior angles shall have tape embedded in joint compound and shall be immediately wiped
with a joint knife leaving a thin coating of joint compound
over all joints and interior angles. One additional coat of
joint compound shall be applied over all joints and interior
angles. Fastener heads and accessories shall be covered
with two separate coats of joint compound. All joint
compound shall be smooth and free of tool marks and
ridges. Note: It is recommended that the prepared surface
be coated with a drywall primer prior to the application of
final finishes. See painting/wallcovering specification in
this regard.
Typically specified in appearance areas which are to
receive heavy- or medium-texture (spray or hand applied)
finishes before final painting, or where heavy-grade
wallcoverings are to be applied as the final decoration. This
level of finish is not recommended where smooth painted
surfaces or light to medium wallcoverings are specified.
Level 4:
All joints and interior angles shall have tape embedded in joint compound and shall be immediately wiped
with a joint knife leaving a thin coating of joint compound
over all joints and interior angles. Two separate coats of
joint compound shall be applied over all flat joints and one
separate coat of joint compound shall be applied over
interior angles. Fastener heads and accessories shall be
covered with three separate coats of joint compound. All
joint compound shall be smooth and free of tool marks and
ridges. Note: It is recommended that the prepared surface
be coated with a drywall primer prior to the application of
final finishes. See painting/wallcovering specification in
this regard.
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This level should be specified
where flat paints,
textures, or wallcoverings are to be applied.
In critical lighting areas, flat paints applied over light
textures tend to reduce joint photographing. Paints with sheen
levels other than flat and enamel paints are not recommended
over this level of finish.

The weight, texture, and sheen level of wallcoverings
applied over this level of finish should be carefully evaluated.
Joints and fasteners must be adequately concealed if the
wallcovering material is lightweight, contains limited pattern,
has a gloss finish, or any combination of these finishes is
present. Unbacked vinyl wallcoverings are not recommended
over this level of finish.
Level 5:
All joints and interior angles shall have tape embedded in joint compound and shall be immediately wiped
with a joint knife leaving a thin coating of joint compound
over all joints and interior angles. Two separate coats of
joint compound shall be applied over all flat joints and one
separate coat of joint compound shall be applied over
interior angles. Fastener heads and accessories shall be
covered with three separate coats of joint compound. A
thin skim coat of joint compound trowel applied, or a
material manufactured especially for this purpose and
applied in accordance with manufacturer's recommendations, applied to the entire surface. The surface shall be
smooth and free of tool marks and ridges. Note: It is
recommended that the prepared surface be coated with a
drywall primer prior to the application of finish paint. See
painting specification in this regard.
This level of finish is highly recommended where paint is
specified or where severe lighting conditions occur.
This highest quality finish is the most effective method to
provide a uniform surface and minimize the possibility of joint
photographing and of fasteners showing through the final
decoration.

IV. COMMENTS:
Skim Coat. A skim coat of joint compound is intended to
conceal small imperfections in joints and on the surface of the
gypsum board, smooth the texture of the paper, minimize
differences in surface porosity, and create a more uniform
surface to which the final decoration can be applied.
A "skim coat" is essentially a "film" of joint compound and is
not a readily measurable thickness. There is no specific mil
thickness that constitutes a proper skim coat. A skim coat is
described in the foregoing text as being "trowel applied" with
the intent being that the consistency (viscosity) of the joint
compound be such that it can be applied by a trowel. Other
tools may be used for application so long as the trowel
consistency is achieved.
The objective of the application is to achieve total coverage of the entire surface with the skim coat. This is typically
accomplished by delivering the compound to the surface and
using a drywall broad knife to force the compound into the
surface pores and imperfections while shearing off excess
compound from the surface.
A skim coat will not approximate a plastered surface.
Once the skim coat dries, the gypsum board paper may show
through and the treated joints, filled voids, and spotted
fastener heads will likely be visible.

Critical (Severe) Lighting Areas. Wall and ceiling areas abutting
window mullions or skylights, long hallways, or atriums with large
surface areas flooded with artificial and/or natural lighting are a few
examples of critical lighting areas. Strong sidelighting from windows or
surface-mounted light fixtures may reveal even minor surface imperfections. Light striking the surface obliquely, at a very slight angle, greatly
exaggerates surface irregularities. If critical lighting cannot be avoided,
the effects can be minimized by skim coating the gypsum board
surfaces, by decorating the surface with medium to heavy textures, or
by the use of draperies and blinds which soften shadows. In general:
paints with sheen levels other than flat, enamel and dark paint finishes
highlight surface defects; textures hide minor imperfections.
Manufacturer Recommendations. The recommendations of
individual manufacturers of gypsum board, joint tapes and compounds, accessories, drywall primers, wallcoverings, adhesives,
texture materials, and paints may vary from what is recommended
herein and as such are not a part of this recommended specification.
Drywall Primer. Applied as a first coat to the entire prepared
gypsum board surface with brush, roller, or spray, prior to decoration.
Where final appearance is critical, the application of high quality high
solids, drywall primer will minimize most decorating problems.
For finish paints:
A good quality, white, latex drywall primer formulated with higher
binder solids, applied undiluted, is typically specified for new gypsum
board surfaces prior to the application of texture materials and latex wall
paints. An alkali and moisture-resistant primer and a tinted enamel
undercoat may be required under enamel paints. Consult with the finish
paint manufacturer for specific recommendations.

V.

RESOURCES:

Designers and specifiers are encouraged to
consult the following reference documents:
ASTM C11, Standard Terminology Relating to
Gypsum and Related Building Materials and Systems.
ASTM International, West Conshohocken, PA.
ASTM C 840, Standard Specification for
Application and Finish of Gypsum Board. ASTM
International, West Conshohocken, PA.
GA-216, Application and Finishing of Gypsum
Gypsum Association,
Panel Products, 2010.
Hyattsville, MD
Master Painters Glossary, Painting and Decorating
Contractors of America, St.Louis, MO.
Contact one of the following associations for
additional assistance or copies of this recommended
specification:
Association of the Wall and Ceiling Industry
513 West Broad Street, Suite 210
Falls Church, VA 22046-3257
Telephone: (703) 538-1600
www.awci.org

For wallcoverings:
White, self-sizing, water base, “universal” (all purpose)
wallcovering primers have recently been introduced into the marketplace for use on new gypsum board surfaces. These products are
claimed to minimize damage if wallcoverings are subsequently
removed, bind poor latex paint, allow hanging over glossy surfaces and
existing vinyls, hide wall colors, and to be water washable.

Ceilings & Interior Systems Construction
Association
405 Illinois Avenue, Unit 2B
St. Charles, Illinois 60174
Telephone: (630) 584-1919
www.cisca.org

Texturing. Texture material is applied by brush, roller, spray, or
trowel, or a combination of these tools, depending on the desired
result. Textured wall surfaces are normally overpainted with the desired
finish; overpainting of textured ceiling surfaces may not be deemed
necessary where an adequate amount of material is applied to provide
sufficient hiding properties. A drywall primer may not be required under
certain proprietary texture materials; consult with the manufacturer of
the texture materials for specific recommendations.

Drywall Finishing Council
www.dwfc.org

Tool Marks and Ridges. A smooth surface may be achieved by
lightly sanding or wiping joint compound with a dampened sponge.
Care shall be exercised to ensure that the nap of the gypsum board
facing paper is not raised during sanding operations. For additional
information on the finishing of gypsum board surfaces consult ASTM
Standard C 840.

NOTICE
All of the statements, opinions, specifications and recommendations on levels
of gypsum board finish contained in this
publication are for general information
purposes only and are not intended to
imply that these are the only materials,
procedures, processes, or methods
which are available or suitable.

Gypsum Association
6525 Belcrest Road, Suite 480
Hyattsville, Maryland 20782
Telephone: (301) 277-8686
www.gypsum.org
Painting and Decorating Contractors of
America
1801 Park 270 Drive, Suite 220
St. Louis, MO 63146
Telephone: (314) 514-7322
www.pdca.com

By publishing this document, the cosponsoring
trade associations, and their member companies, individually or collectively, make no
express or implied warranty or other representation as to the quality, characteristics, or
suitability of the materials or techniques
described herein, and specifically disclaim any
implied warranties of merchantability or fitness
for a particular purpose which may arise by
operation of law or otherwise.

This document may be revised or
withdrawn from circulation at any time.
The status of the document should be
verified by the user prior to following
any recommendations contained
herein. To verify that you have the most
current version of the document,
access the Gypsum Association
website at www.gypsum.org.
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USG offers a full portfolio of interior finishing
products, from joint compounds and tape, to decorative
textures, primer, corner bead, drywall clips and repair
kits—all from the name you know and trust.
For over 100 years, building professionals have relied
on top-quality finishing products from USG to ensure
the beauty and integrity of their drywall interiors.
USG leads the industry in developing innovative
and dependable finishing products, all backed by a
nationwide network of representatives dedicated to
providing outstanding service and support.

Interior Finishing Products
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Joint Compounds
Each product line within the Sheetrock® brand interior finishing family contains
the variety you need to accomplish any interior finishing task.
Our complete line of joint compounds is one example. Whether you are
taping, applying a finish coat, or patching a crack, there is a Sheetrock product
to meet your needs. Each of our joint compounds also offers special features, such
as high humidity resistance or texturing capability.
Our joint compounds are available in ready-mixed drying-type versions,
and as both setting-type and drying-type powders.
Ready-Mixed
Joint Compounds

Sheetrock® UltraLightweight
All Purpose Joint Compound

Sheetrock® Joint Compound
PluS 3™ Lightweight All Purpose
– Weighs up to 30% less
(than conventional joint
compounds.)
– Very low shrinkage—only
two coats needed over bead.
– Sands more easily than
conventional compounds.
– Excellent for hand and
mechanical tool application.
– 4.5 gal., 1 gal. pails, 3.5 gal.
and 4.5 gal. cartons.

– Up to 40% lighter
(than conventional joint
compounds.)
– Improved slip, needs less
effort to apply.
– Strong bond with Sheetrock®
brand paper joint tape.
– Tough surface, yet easy
to sand.
– 4.5 gal. pails, 3.5 gal. and
4.5 gal. cartons.
Sheetrock® Joint Compound
with Dust Control Lightweight All Purpose

Sheetrock® Joint Compound
Topping

– Less airborne dust.
– Unique “heavy dust”
particles simplify cleanup.
– Very low shrinkage.
– Weighs up to 30% less
than conventional joint
compounds.
– 3.5 gal., 1 gal. pails, 3.5 gal.
cartons and 1 quart 12 fl. oz.
patch and repair pan.
Sheetrock® Joint Compound
MidWeiGht™ All Purpose

– Low shrinkage; ideal as
second and third coats.
– Easy to apply and sand;
smooth finishing.
– 61.7 lb. pails and
50 lb. cartons.

Sheetrock® Joint Compound
All Purpose
– Ready-mixed convenience.
– Weighs up to 15% less
than conventional-weight
compounds.
– Easy working and sanding.
– Lower shrinkage.
– 4.5 gal. pails, 3.5 gal. and
4.5 gal. cartons.

Sheetrock® Joint Compound
Advanced

– Versatile performer: tape,
finish, texture, laminate, or
skim coat.
– Good for taping and topping.
– Ideal for repairing plaster
cracks.
– 61.7 lb. and 12 lb. pails
and 50 lb. cartons.

Sheetrock® Brand Lightweight
Taping Joint Compound
– Better flow through
mechanical tools.
– Whiter finish.
– Easier sanding.
– 61.7 lb. pails and
50 lb. cartons.

Interior Finishing Products

– Weighs up to 40% less
than conventional taping
compounds.
– Provides excellent bond for
embedding paper tape.
– Easier handling and
application.
– 4.5 gal. pails, 3.5 gal. and
4.5 gal. cartons.
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Joint Compounds
Setting-Type
Powder Joint
Compounds

Sheetrock® Joint Compound
durABoNd® Setting-Type

Drying-Type
Powder Joint
Compounds

Sheetrock® Joint Compound

Sheetrock® Joint Compound
eASY SANd™ Lightweight Setting-Type
– Choice of setting times:
20, 45, 90, 210.
– Exceptional bond with low
shrinkage.
– Same-day finishing and
next-day decorating possible.
– Excellent check-crack
resistance in heavy fills.
– Unique resistance to humidity.
– 25 lb. bag.

– Choice of setting times:
5, 20, 45, 90, 210.
– Weighs 25% less than
conventional setting-type
compounds.
– Easy sanding—for one-day
patching and finishing.
– Provides excellent bond, low
shrinkage, humidity resistance,
and check-crack resistance.
– Easy to mix.
– 18 lb. bag, 4 lb. box.

All Purpose
– An all-around performer for
drywall finishing.
– Good taping and topping in
one product.
– Also use for texturing.
Lightweight All Purpose
– Weighs 20% less than
conventional compounds.
– Lower shrinkage, better
crack-resistance.
– Easier mixing, application,
sanding.
– 20 lb. bag.

Interior Finishing Products
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Primer Surfacer
Sheetrock® Primer-Surfacer
Tuff-Hide™
– Use in lieu of skim coat
and primer coat in a
Level 5 gypsum board
finish.
– Minimizes callbacks
caused by joint banding
and photographing.
– Installed cost savings
versus traditional separate
applications of skim coat
and a prime coat.
– Durable coating hides
minor surface defects.
– 5 gal. pail.

Primer
Sheetrock® Primer
First Coat
– Ideal primecoat for interior
gypsum board and concrete
surfaces.
– Equalizes surface
absorption and texture
variations of substrate
to minimize decorating
problems.
– Apply with brush, roller,
or spray equipment.
– Dries white in less than
30 minutes—topcoat
in an hour.
– 5 and 1 gal. pails.

Interior Finishing Products
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Sealants
firecode® Compound

firecode® Firestop Sealant
Acrylic
– For use in providing firestop
systems for floor and wall
penetrations and head-ofwall construction joints.
– Nontoxic; flame spread 0,
smoke developed 0 when
tested per ASTM E84.
UL-labeled compound.
– Mixes quickly with water.
– Complies with ASTM E814,
CAN 4-S115, and UL 2079.
Recognized by ICBO
(ER-5050).
– 15 lb. bag.

firecode® Firestop Sealant
Intumescent Acrylic

– Material remains flexible after
it dries.
– Single-component, waterbased, acrylic sealant.
– Effective in numerous UL
systems for wall and floor
through-penetrations and
head-of-wall construction
joint applications in USG™
Firestop Systems.
– Complies with ASTM E814,
UL 2079, and CAN 4-S115.
– 4.5 gal. pail and 29 and
10 oz. cartridges.

firecode® Firestop Sealant
Acrylic Spray
– Sprayable material remains
flexible after it dries.
– Single-component, waterbased, acrylic sealant
– Effective in UL systems for
head-of-wall construction
joint applications
– Complies with ASTM E1966
UL 2079, and CAN 4-S115.
– 4.5 gal. pail.

– Material expands when
heated to fill any voids
caused from combustible
materials burned or melted
during a fire; for example,
penetrations with plastic
or insulated pipe.
– Material remains flexible
after it dries.
– Single-component, waterbased, acrylic sealant.
– Effective in numerous
UL systems for wall and
floor through-penetration
applications.
– Complies with ASTM E814
and CAN 4-S115.
– 4.5 gal. pail.
– 10 oz. cartridge.
Sheetrock™ Acoustical Sealant

firecode® Smoke-Sound Sealant
– Special caulking for
reducing sound
transmission in partition
systems to achieve
specified STC/MTC
values.
– Applies and adheres
easily to most surfaces.
– Highly elastic for
permanent flexibility
and seal.
– Meets ASTM C834.
– 5 gal. pail and 29 oz.
cartridge.

Interior Finishing Products

– Superior performance
as a fire caulk in
UL-Classified joint
systems and throughpenetration systems.
– Ideal for use in smoke
and/or sound assemblies.
– Sound-blocking
acoustical sealant
(supports high STC
ratings).
– Highly elastic for
permanent flexibility
and seal.
– Meets ASTM C834.
– 29 oz. cartridge.
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Textures and Texture Paints
In addition to offering a variety of decorating options, interior textures from USG
solve a number of practical problems. Our easy-to-apply textures conceal surface
defects in walls and ceilings, while adding drama to your interior decor.
Sheetrock® textures are provided in bright, attractive packaging that offer
a number of benefits, including color-coding to facilitate product identification;
names that clearly communicate where to use the product; and directions that are
clear, concise, and easy to follow.
Products for brush, roller, and spray application are available.

Sheetrock® Ceiling Spray Texture
QT Poly: Fine, Medium and Coarse

Sheetrock® Wall and Ceiling Spray Texture
Unaggregated
– For a variety of light,
appealing textures in
interiors, including spatter
and spatter/knockdown.
– Superior open time for
hand-tooled knockdown
finishes.
– Excellent surface relief
(standout), low shrinkage.
– Not washable unpainted—
overpaint when dry.
– 50 lb. bag.

– For striking acoustical
appearance on interior
ceilings.
– Ideal for new construction
and for renewing old
ceilings.
– Hides minor surface defects
with an attractive texture.
– Choice of three high-style
finishes.
– Easy-pumping, low-cost
spray application.
– 40 lb. bag.

Sheetrock® Wall and Ceiling Texture
Multi-Purpose

Sheetrock® Wall and Ceiling Texture
Tuf-Tex™
– For diverse texture patterns
from bold spatter/knockdown to light orange peel.
– Conceals minor surface
defects.
– Spray, brush, or roller
application.
– Dries to a hard white
finish—overpaint when dry.
– 50 lb. bag.

Interior Finishing Products

– Spray, brush, or roller applied.
– For artistic variety of light
texture effects on new
drywall interiors.
– Offers decorative versatility.
– Conceals minor surface
defects in walls, ceilings.
– Not washable unpainted—
should be overpainted
when dry.
– 50 lb. bag.
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Sheetrock® Wall and Ceiling Spray Texture
Sand Finish Texture 12

Sheetrock® Wall and Ceiling Spray Texture

– For beautiful sand-finish
plaster effect.
– Conceals minor surface
defects in walls and ceilings.
– Designed for fast, low-cost
spray application.
– Can be left unpainted on
ceilings.
– 25 lb. bag.

Sheetrock® Wall and Ceiling Texture Paint
Texolite™ Sanded Paste Stipple

– Spray texture with readymixed convenience.
– For a variety of light,
appealing textures in
interiors, such as spatter,
spatter/knockdown, and
orange peel.
– Excellent surface relief
(standout); low shrinkage.
– Not washable unpainted—
overpaint when dry.
– 3.5 or 4.5 gal. cartons.

Sheetrock® Wall and Ceiling Texture Paint
Sand Finish Texture 1
– Provides a fine, light sand
finish.
– Latex formula dries to
a durable, natural white
finish.
– Conceals minor surface
defects.
– Spray, brush or roller
applied.
– 5 gal. and 1 gal. pails.

– For producing a light sand
finish with light-bodied
under-texture.
– Versatile application—
applies easily with brush,
roller or spray equipment.
– Quick-drying—shortens
decorating time, reduces
overall costs.
– Interior white latex.
– 5 gal. and 1 gal. pails.

Sheetrock™ Sand Finish Paint Additive
– For creating textured walls
and ceilings.
– Also ideal for creating a
non-skid surface on decks,
steps, etc.
– Works in all paints and
varnishes—oil-based
or latex-based, interior
or exterior.
– Amount used can be varied to
provide a customized texture.
– Remains suspended during
application to ensure a
uniform finish.
– 8 oz. tube and 30. oz. box.

Interior Finishing Products
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Patch and Repair
Sheetrock® Plaster of Paris

Sheetrock® Drywall Repair Clips
– For patching interior drywall
and plaster walls and ceilings.
– Sets hard in 30-50 minutes.
– Can also be used for
casting, modeling and
sculpting forms.
– 4 lb. boxes; 25 lb. bag.

Sheetrock® Patch and Repair Pan
with Dust Control

– Fast, easy repair.
– Use for large holes (over 2")
and areas damaged by water.
– When used with fire-rated
drywall, meets building code
requirements for repairing
one-hour fire-rated drywall
partitions.
– Suitable for both 1/2" and 5/8"
drywall.
– 6 clips, 12 drywall screws.

Sheetrock® Joint Compound with Dust Control
Lightweight All Purpose
– Less airborne dust.
– Unique “heavy dust” particles
simplify clean-up.
– Very low shrinkage.
– Weighs up to 30% less than
conventional joint compound.
– Available in convenient
1 gallon size.

– Less airborne dust.
– Unique “heavy dust” falls to
the ground.
– Very low shrinkage.
– Weighs up to 30% less than
conventional joint compounds.
– Easy to work from mud pan
and knife.
– Available in 1 quart 12 fluid oz.

Sheetrock® Drywall Repair Kit
– 4 drywall repair clips,
8 drywall screws.
– Plastic spreader
– 1-7/8" x 5' Sheetrock®
fiberglass drywall tape.
– 1/2 lb. eASY SAND™ 90
setting compound.
– 2 sheets 120-grit
sandpaper, 4" x 5-1/2"
– Instruction sheet.

Interior Finishing Products

9

Concrete Finishing
coVer coAt® Compound

Sheetrock™ Floor Patch/Leveler
– Ideal for filling and leveling
floor substrates.
– Easy to apply.
– Sets quickly.
– Creates a strong, durable
patch.
– 25 lb. bag.

– For filling and smoothing
monolithic concrete
ceilings and columns
located above grade.
– Easily applied—no extra
bonding agent needed.
– Dries to a fine white
decorative surface.
– Also ideal for drywall tape
embedding and first coat
over bead.
– 61.7 lb. carton and pail.

Interior Finishing Products
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Paper Faced Metal Bead and Trim
For the most cost-effective, problem-free, beautiful corners, the logical choice is
Sheetrock® paper faced metal bead and trim. Fast, easy installation means reduced
labor costs, while superior product performance eliminates costly job callbacks, saving
money and ensuring customer satisfaction. With the tape-on versions, nailing is
not required, so installation and corner alignment are easier, and there are no nails to
pop when wood framing shrinks. The paper tape covering ensures excellent adhesion
of joint compounds, textures, and paints for a strong, smooth finish.
Sheetrock paper faced metal bead and trim provides superior resistance to
edge cracking and chipping for a look that stays beautiful despite the stresses of normal
building movement and everyday wear and tear. In fact, USG warrants that Sheetrock
paper faced metal bead and trim will not edge crack for the lifetime of the structure
using recommended application techniques (refer to warranties J1713 (tape-on bead)
or J1720 (nail-on bead) for full warranty details). The unique “nose coating” on the
paper tape covering resists scuffing and fuzzing from knives and sanding.
Nail-on versions of the bead and trim are designed for applications where nailing
or other mechanical fastening is desired. They use the same paper-faced metal technology
to provide excellent bond adhesion qualities for joint compounds, textures and paints.
90° and Offset Outside
Corner Bead

Sheetrock™ Paper Faced Metal
Outside Corner, Tape-On Bead
(B1W, B1XW, B1 Super Wide)

		

		
Dimensions

Use for 90° outside corners. Suitable for use on any thickness of wallboard.
Standard lengths: 8', 9', 10'.

		

Style

A

B

C

D

		
		
		
		
		
		
		 A

B1W
B1W NB
B1XW
B1XW EL
B1XW NB
B1XW ELNB
B1 Super Wide*

3/4"
3/4"
5/8"
5/8"
5/8"
5/8"
11/16"

13/16"
13/16"
15/16"
13/16"
15/16"
13/16"
1-1/16"

9/16"
9/16"
11/16"
13/16"
11/16"
13/16"
1-1/16"

3/4"
3/4"
5/8"
5/8"
5/8"
5/8"
11/16"

B

D

Note: XW = Extra Wide; EL = Even Leg; NB = No Bead.
* Does not meet ASTM C1047

C

Designed with a wider 1" by 1" profile that’s easier to install on all cut edges. Reduced
bead height results in less use of joint compound. In most cases, reduces the amount of
compound needed by one coat. Standard lengths: 8', 10'.

Sheetrock™ Paper Faced Metal
Outside Corner, Tape-On Bead
(Micro Bead)

		Dimensions
B1W
41911

Style

A

B

C

D

Micro Bead

3/4"

15/16"

15/16"

3/4"

A

D
B

Interior Finishing Products
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Designed for 135° corners. Offset bead is designed to give a true offset corner with a
smaller bead height requiring less compound to finish. Can be used on any thickness of
wallboard. Standard lengths: 8', 9', 10'.

Sheetrock™ Paper Faced Metal
Offset Outside Corner, Tape-On Bead
(B1 OS)

		Dimensions
Style

A

B

C

D

B1 OS

5/8"

3/4"

1/2"

5/8"

Note: OS = Offset

A
B

D

C

Use for applications where nailing or other mechanical fastening is required. Has wider
flanges for easier nailing and maximum corner coverage. Can be fastened to 1/2" or 5/8"
drywall with nails, staples, or screws. Standard lengths: 8', 9', 10'.

Sheetrock™ Paper Faced Metal
Outside Corner, Nail-On Bead
(Ultra Bead)

		Dimensions
Style

A

B

Bead

1-1/4"

1-1/4"

A

B

B1 OS
41907Ultra

90° and Offset
Inside Corner

Designed to form a true inside (90°) corner. For use with any thickness of wallboard.
Standard lengths: 8', 9', 10'.

Sheetrock™ Paper Faced Metal
Inside Corner, Tape-On Trim
(B2)

		Dimensions

Ultra Bead
41950

Style

A

B

C

D

B2

5/8"

3/8"

3/8"

5/8"

C

B

D

A

Designed for a 135° offset angle on inside corners greater than 90°. For use on any
thickness of wallboard. Standard lengths: 8', 9', 10'.

Sheetrock™ Paper Faced Metal
Offset Inside Corner, Tape-On
(B2 OS)

		Dimensions
Style

A

B

C

D

B2 OS

5/8"

5/8"

5/8"

5/8"

Note: OS = Offset
B2
41904

Interior Finishing Products
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C

D
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B2 OS
41903

Paper Faced Metal Bead and Trim
Softline Bullnose
and Offset Outside
Corner Bead

Installs easily to form a smooth rounded outside corner. The 3/4" radius can be used for
1/2" or 5/8" drywall. Standard lengths: 8', 9', 10'.

Sheetrock™ Paper Faced Metal
3/4" Bullnose Outside Corner,
Tape-On Bead (SLOC)

		Dimensions
Style

A

Radius

B

SLOC

5/8"

3/4"

5/8"

3/4"

Radius

A

Sheetrock™ Paper Faced Metal
3/4" Bullnose Offset Outside Corner,
Tape-On Bead (SLOC OS)

B

Designed for 135° offset angles. Speeds application and eliminates need on framing
members for fastening corners. Standard lengths: 8', 9', 10'.

Dimensions
		
SLOC
41906

Style

A

Radius

B

SLOC OS

3/4"

1"

3/4"

Note: OS = Offset
1" Radius
A

B

Bead is similar to the SLOC series except for a 1-1/2" radius. Can be used for 1/2" or 5/8"
drywall. Standard lengths: 8', 10'.

Sheetrock™ Paper Faced Metal
1-1/2" Bullnose Outside Corner,
Tape-On Bead (Danish)

Dimensions
		
SLOC OS
41899

Style

A

Radius

B

DANISH

3/4"

1-1/2"

3/4"

11/2" Radius
A

B

Provides a narrower finished look with a smaller radius compared to other bullnose profiles.
Also, excellent for trimming around windows. Can be applied over new 1/2" or 5/8" thick
drywall. Standard lengths: 8', 9', 10'.

Sheetrock™ Paper Faced Metal
1/2" Bullnose Outside Corner,
Tape-On Bead (Baby Bull)

		
Dimensions
Danish
41908

Style

A

Radius

B

Baby Bull

5/8"

1/2"

5/8"

1/2"

A

Interior Finishing Products
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Baby Bull
51284

Sheetrock™ Paper Faced Metal
1/2" Bullnose Offset Outside Corner,
Tape-On Bead (Baby Bull OS)

Narrower bullnose “look” designed for 135° outside corner offsets.
Standard lengths: 8', 10'.

Dimensions
		
Style

A

Radius

B

Baby Bull OS

5/8"

3/4"

5/8"

Note: OS = Offset
3/4"

Radius

B

A

Provides economical alternative for bullnose corners. Suitable for use on any thickness of
wallboard. Does not meet ASTM C1047. Standard lengths: 8', 9', 10'.

Sheetrock™ Paper Faced Metal
3/4" Bullnose Outside Corner,
Tape-On Bead (Santa Fe)

Baby Bull OS
		
Dimensions
51281

Style

A

Radius

B

Santa Fe

5/8"

3/4"

5/8"

3/4"

Radius

A

B

Use for smooth, rounded corners where nailing or other mechanical fastening is required.
Can be fastened to 1/2" or 5/8" drywall with nails, staples, or screws.
Standard lengths: 8', 9', 10'.

Sheetrock™ Paper Faced Metal
3/4" Bullnose Outside Corner,
Nail-On Bead (SLOC N)

		Dimensions
Santa Fe
41657

Style

A

Radius

B

SLOC N

9/16"

3/4"

9/16"

Note: N = Nail-On
3/4"

Radius

A

B

Use for applications where nailing or other mechanical fastening is required. Has wider
flanges for easier nailing and maximum corner coverage. Standard lengths: 8', 9', 10'.

Sheetrock™ Paper Faced Metal
3/4" Bullnose Outside Corner,
Nail-On Bead (SLOC NXW)

Dimensions
		
SLOC N
41901

Style

A

Radius

B

SLOC NXW

7/8"

3/4"

7/8"

Note: NXW = Nail-On Extra Wide
3/4"

A

Interior Finishing Products
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B
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SLOC NXW

Paper Faced Metal Bead and Trim
Softline Bullnose
and Offset Outside
Corner Bead

Sheetrock™ Paper Faced Metal
3/4" Bullnose Offset Outside Corner,
Nail-On Bead (SLOC NOS)

Use for applications where nailing or other mechanical fastening is required. Creates
135° offset outside corner. Standard lengths: 8', 9', 10'.

Dimensions
		
Style

A

Radius

B

SLOC NOS

1-1/16"

1"

1-1/16"

Note: NOS = Nail-On Offset
1" Radius

B

A

Forms a smooth, rounded corner similar to SLOC N but with a 1-1/2" radius. Use where
nailing or other mechanical fastening is required. Can be fastened to 1/2" or 5/8" drywall
with nails, staples or screws. Standard lengths: 8' and 10'.

Sheetrock™ Paper Faced Metal
1-1/2" Bullnose Outside Corner,
Nail-On Bead (Danish N)

		
Dimensions

SLOC NOS
41900

Style

A

Radius

B

Danish N

3/4"

1-1/2"

3/4"

Note: N = Nail-On
11/2" Radius
A

B

Provides a narrower finished look with a smaller radius compared to other bullnose profiles.
Also excellent for trimming around windows. Use where nailing or other mechanical fastening
is required. Standard lengths: 8', 9,' 10'.

Sheetrock™ Paper Faced Metal
1/2" Bullnose Outside Corner,
Nail-On Bead (Baby Bull N)

		
		
Dimensions
Style

A

Radius

B

Baby Bull N

3/4"

1/2"

3/4"

Note: N = Nail-On

Danish NOS
51282

1/2"

Radius

A

B

Provides economical alternative for bullnose corners. Can be fastened to 1/2" or 5/8"
drywall with nails, staples or screws. Does not meet ASTM C1047.
Standard lengths: 8', 9', 10'.

Sheetrock™ Paper Faced Metal
3/4" Bullnose Outside Corner,
Nail-On Bead (Santa Fe N)

		
Dimensions
Baby Bull N
51283

Style

A

Radius

B

Sante Fe N

5/8"

3/4"

5/8"

Note: N = Nail-On
3/4"

A

Interior Finishing Products
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Softline Bullnose and
Offset Inside Corners

Use to create a smooth, rounded inside corner. The 3/4" radius trim is suitable for 1/2" or
5/8" drywall. Standard lengths: 8', 10'.

Sheetrock™ Paper Faced Metal
3/4" Bullnose Inside Corner,
Tape-On (SLIC)

		Dimensions
Style

A

Radius

B

SLIC

3/4"

3/4"

3/4"

A

B
3/4"

Radius

Softline inside cover for 135° offset angles. Creates smooth rounded inside corner suitable
for 1/2" or 5/8" drywall. Standard lengths: 8', 10'.

Sheetrock™ Paper Faced Metal
3/4" Bullnose Offset Inside Corner,
Tape-On (SLIC OS)

		Dimensions
Style

A

Radius

B

SLIC OS

5/8"

1"

5/8"

Note: OS = Offset
B

A
1" Radius
SLIC
41902

L Trims

Use where wallboard abuts with suspended ceilings, beams, plaster, masonry, and concrete
walls, as well as untrimmed door and window jambs. Standard lengths: 8', 9', 10'.

Sheetrock™ Paper Faced Metal
“L” Shaped, Tape-On Trim
(B4 Series)

		Dimensions

SLIC OS
41658

Style

A

B

C

B4 (3/8")
B4 (1/2")
B4 (5/8")
B4 (1")
B4 NB (3/8")
B4 NB (1/2")
B4 NB (5/8")

3/8"
1/2"
5/8"
1"
3/8"
1/2"
5/8"

7/8"
15/16"
13/16"
15/16"
7/8"
15/16"
13/16"

1-1/16"
1-5/16"
1-5/16"
1-3/8"
1-1/16"
1-5/16"
1-5/16"

Note: NB = No Bead
A

B

B4
41909

Sheetrock™ Paper Faced Metal
Premasked “L”-Shaped
Tape-On Trim (Premasked L)

		

C

Provides a serrated paper strip that protects the adjacent surface of ceiling or wall
intersection during finishing and decorating applications. Simply tear away the protective
strip after the job is completed, leaving virtually no clean up to the adjacent surface.
Standard lengths: 8', 10'.

		
		Dimensions
Style

A

Premasked “L” (1/2") 1/2"
Premasked “L” (5/8") 5/8"
D
(tear off)
A

B

C

Interior Finishing Products

Premasked "L"
51315
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B

C

D

15/16"
13/16"

1-1/4"
1-1/4"

1-11/16" tear off
1-11/16" tear off

Paper Faced Metal Bead and Trim
J Trims

Tape-on “J” trim completely surrounds the rough edge of the wallboard, providing a strong
and clean corner. Tape-on application eliminates frustration with nailing and nail shrink back.
Can be used for finishing off bi-fold closet doors, as well as under all door and window
encasements, and to finish rough drywall ends. Standard lengths: 7', 8', 10'.

Sheetrock™ Paper Faced Metal
“J” Shaped, Tape-On Trim (B9)

		

Dimensions
Style

A

B

C

D

B9J (1/2")
B9J (5/8")

1/2"
1/2"

9/16"
5/8"

5/8"
9/16"

1-1/16"
1-1/16"

A

B

C

Reveal Trims

D

This modified tape-on “L” trim solves a variety of problems associated with reveal details
on soffits, wall areas, ceilings, light boxes, and other interior architectural components.
	Reveal NB features a paper flange on both trim legs. The additional paper flange eliminates
B9J
the need to caulk the edge of reveal details, providing a cleaner and straighter line. Available
41656
only in No Bead. Standard lengths: 8', 10'.

Sheetrock™ Paper Faced Metal
Reveal, Tape-On Trim (Reveal NB)

		Dimensions
Style

A

B

C

D

Reveal NB (1/2")
Reveal NB (5/8")

15/16"
15/16"

1/2"
5/8"

1/2"
5/8"

3/4"
5/8"

Note: NB = No Bead
B
C

D

Sheetrock™ Flex Metal Tape,
Tape-On Flexible
Tape-On Flexible Corner
Outside and Inside
(Flex Tape)
Corner Bead
		
		

D

Can be formed to fit any inside or outside angle. Available in 2-1/16" width that has two 7/16"
wide galvanized rust-resistant steel strips with a 1/16" gap between the strips. For maximum
strength and coverage, the tape is also available in a 4" width that has two 7/8" wide
galvanized steel strips with a 1/16" gap between the strips. Product is suitable for any
thickness of wallboard. Available in 100' rolls.

Reveal NB
41654

		

A

Dimensions
A
9/16"
1-1/8"

		

			 Style
Flex Tape (2-1/16")
Flex Tape (4")

B
7/16"
7/8"

variable
45˚-180˚

C
7/16"
7/8"
C

B
A

A

D

D
C

B

D
9/16"
1-1/8"

variable
45˚-180˚

Proprietary style designed specifically to make straight, strong outside corner angles. Available
in 3" width and manufactured with two 3/4" galvanized steel strips laminated to paper tape
	with a flexible gap between the strips. B1 beaded flex has a unique raised bead (nose) in the
flexible gap to provide faster, easier finishing with joint compound. For use on any wallboard
thickness. Standard lengths: 8', 9', 10'.

Sheetrock™ B1 Flex Metal
Corner, Tape-On Outside Flexible
Corner (B1 Beaded Flex)

		Dimensions
Flexible Metal Corner Tape
41905

Style

A

B

C

D

B1 Beaded Flex (3")

11/16"

3/4"

3/4"

11/16"

variable
45˚-180˚
A

D
B

Interior Finishing Products
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Paper Faced Plastic Bead
Sheetrock™ paper faced plastic bead has all the features and benefits you have
come to expect with Sheetrock paper faced metal bead with the added durability
of plastic. This durable composite design provides greater impact resistance and less
jobsite damage. It also is 25% lighter which makes it easier to handle especially
when carrying the longer boxes.
Sheetrock paper faced plastic bead provides superior resistance to edge
cracking and chipping for a look that stays beautiful despite the stresses of normal
building movement and everyday wear and tear. In fact, USG warrants that Sheetrock
paper faced plastic tape-on bead will not edge crack for the lifetime of the structure
using recommended application techniques (refer to warranty J1998 for full
warranty details).
90° Outside
Corner Bead

Use for 90° outside corners. Suitable for use on any thickness of wallboard.
Standard lengths: 8', 9', 10', 12'.

Sheetrock™ Paper Faced Plastic
Outside Corner, Tape-On Bead
(B1P Super Wide)

				 Dimensions

		

Style
B1P Super Wide

A
9/16"

A

B
1-7/16"

D
B

C

B1W
41911

Interior Finishing Products
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C
1-7/16"

D
9/16"

Metal Bead
Provides protection and neat finished edges for corners, gypsum panels at window and
door jambs, ceiling angles and intersections where panels abut other materials.
	Dur-A-Bead® Corner Bead
Part of the family of Sheetrock
metal products. All-metal
galvanized steel reinforcement,
protects external corners.
Concealed with United States
Gypsum Company joint
compounds for a smooth,
finished corner. Available in
flange width: No. 103 1-1/4"
x 1/1/4".

Drywall Joint Tapes
Sheetrock® Joint Tape

Sheetrock® Fiberglass Drywall Tape
– Superior center creasing for
trouble free corner finishing.
– High strength to resist
tearing, stretching, wrinkling.
– Processed for superior bond.
– Wafer thin for easy joint
treatment.
– 75, 250 and 500 ft. rolls.

– Self-adhesive tape—
no bedding coat needed.
– Smooth joints in only two
coats.
– Use with setting-type joint
compounds for one-day
joint finishing.
– 75 and 250 ft. rolls.

Sheetrock® Heavy Joint Tape
– Superior center creasing for
trouble free corner finishing.
– High strength to resist
tearing, stretching, wrinkling.
– Higher cross direction
strength.
– 250 and 500 ft. rolls.

Interior Finishing Products
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Website

usg.com
Technical Service

800 USG.4YOU
Samples/Literature E-mail

samplit@usg.com
Samples/Literature Fax

888 874.2348
Customer Service

800 950.3839
downwithdust.com
sheetrockpromotions.com
sheetrocktools.com
Contact your USG dealer for product availability
Manufactured by
United States Gypsum Company
550 West Adams Street
Chicago, IL 60661

Product Information
See usg.com for the most
up-to-date product information.
Note
Products described here may
not be available in all geographic
markets. Consult your U.S.
Gypsum Company sales office or
representative for information.
Trademarks
The following trademarks used
herein are owned by United
States Gypsum Company: A/P
Lite, coVer coAt, DUr-A-BeAD,
DUrABoND, eASY SAND, FIrecoDe,
PLUS 3, MIDWeIGht, Sheetrock,
teXoLIte, tUF-teX, tUFF hIDe, USG,
USG in stylized letters.
Notice
We shall not be liable for
incidental and consequential
damages, directly or indirectly
sustained, nor for any loss
caused by application of these
goods not in accordance with
current printed instructions or
for other than the intended use.
Our liability is expressly limited
to replacement of defective
goods. Any claim shall be
deemed waived unless made
in writing to us within thirty
(30) days from date it was or
reasonably should have been
discovered.

Safety First!
Follow good safety and industrial
hygiene practices during
handling and installation of all
products and systems. Take
necessary precautions and wear
the appropriate personal
protective equipment as needed.
Read material safety data sheets
and related literature on products
before specification and/or
installation.

J1424/rev. 8-12
© 2012 United States Gypsum Company
Printed in U.S.A.

BUILD
BISON
STRONG
DRYWALL & FINISHING
SOLUTIONS
www.continental-bp.com

HISTORY
SUSTAINABILITY

A LEGACY OF DOING RIGHT
WE’RE COMMITTED TO DOING ONE THING AND DOING IT
RIGHT — DELIVER CONSISTENT, HIGH-QUALITY DRYWALL
AND FINISHING PRODUCTS % OF THE TIME.
Continental Building Products is a North American leader
in wallboard and joint compound materials. Our heritage in
North America begins in 1956, when we ﬁrst established ourselves on the continent
as part of Lafarge Gypsum. With decades of experience manufacturing synthetic
gypsum products, we became our own company in 2013 — with a name that honors
our renewed focus on North America.
We’re excited to continue working alongside our customers to build a bold
future together — investing in the smart operations, sustainable practices and
personalized service that help build their business Bison Strong.™

MAKING A POSITIVE IMPACT
CONTINENTAL BUILDING PRODUCTS IS COMMITTED
TO MAKING A DIFFERENCE IN OUR COMMUNITY.
WE SUPPORT EFFORTS THROUGHOUT THE
CONTINENT THAT POSITIVELY IMPACT OUR
ENVIRONMENT AND COMMUNITIES.

THE RETURN OF THE BISON
To celebrate its 125th anniversary in 2014, the Smithsonian’s National Zoo brought back
the animal that sparked the conservation movement in the United States: the American
bison. Continental is proudly sponsoring this exhibit. The bison’s return from near
extinction represents one of the greatest feats achieved by the conservation movement.
The National Zoo was formed to promote the bison and its protection, and it is now
committed to making this new bison exhibit an engaging, attractive and educational
highlight for Zoo visitors.

PARTNERING WITH THE WILDLIFE HABITAT COUNCIL
In an eﬀort to conserve and create wildlife habitats at its sites across North America,
Continental Building Products has teamed up with the Wildlife Habitat Council (WHC).
Together with community groups and others, Continental is working to make its sites
as wildlife-friendly as possible by protecting and enhancing habitats. WHC has certiﬁed
a number of Continental sites as wildlife habitats in recognition of Continental’s
accomplishments in this area. In fact, Continental’s facility in Silver Grove, Kentucky,
is the ﬁrst North American drywall plant (and among the ﬁrst 53 sites ever) to receive
the Certiﬁed Corporate Lands (CCL) honor awarded by the Wildlife Habitat Council.

FASTER
FINISH
EVERY TIME.
FINISHING PRODUCTS
Designed To Get The Job Done Right

RAPID
COAT

RAPID
JOINT
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FINISHING
PRODUCTS
RAPID COAT® LIGHTWEIGHT
All-purpose joint compound that provides easy workability with a
quick-drying, two-step application. Ideal for use in all phases of drywall
finishing: taping, finishing, skim coating, texturing, filling corner beads
and trim, and concealing nail or screw dimples. Can also be used as a
bonding agent when laminating drywall together.

CONTAINER

SIZE

COLOR
White

Beige

STANDARDS
Yellow

Box
Box

4.5 U.S. gal (17 L)
3.5 U.S. gal (13.25 L)

•
•
•
•			

Pail
Pail
Pail
Pail

4.5 U.S. gal (17 L)
3.2 U.S. gal (12 L)
1.1 U.S. gal (4 L)
0.66 U.S. gal (2.5 L)

•
•
•
•

ASTM
C475

•

RAPID COAT® MIDWEIGHT
Professional-grade, all-purpose joint compound that provides higher
durability and lower shrinkage. Ideal for use in all phases of drywall
finishing: taping, finishing, skim coating, texturing, filling corner beads
and trim, and concealing nail or screw dimples. Can also be used as a
bonding agent when laminating drywall together.

CONTAINER

SIZE

			

COLOR

STANDARDS

White

ASTM
C475

Box
Box
Box

50.7 lbs (23 kg)
4.5 U.S. gal (17 L)
3.5 U.S. gal (13.25 L)

•
•
•

Pail

4.5 U.S. gal (17 L)

•

PLEASE NOTE: Some products are only available in certain geographic regions, or by special order. Safety Data Sheets (SDS)
are available for all Continental products upon request. For more information not covered here, please call 800.237.5505 (USA),
866.649.7786 (Canada), or visit www.continental-bp.com.
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FINISHING
PRODUCTS
RAPID COAT® FULLWEIGHT
Professional-grade, all-purpose joint compound that provides superior
durability and maximum bond. Ideal for use in all phases of drywall
finishing: taping, finishing, skim coating, texturing, filling corner beads
and trim, and concealing nail or screw dimples. Can also be used as a
bonding agent when laminating drywall together.

CONTAINER

SIZE

			

COLOR

STANDARDS

White

ASTM
C475

Box
Box

59.5 lbs (27 kg)
50 lbs (22.7 kg)

•
•

Pail

61.7 lbs (28 kg)

•

RAPID COAT LOW DUST®
All-purpose joint compound specially formulated to reduce airborne
dust generated during sanding. Ideal for use in all phases of drywall
finishing: taping, finishing, skim coating, texturing, filling corner beads
and trim, and concealing nail or screw dimples. Can also be used as a
bonding agent when laminating drywall together.
CONTAINER

SIZE

			

COLOR

STANDARDS

White

ASTM
C475

Box

4.5 U.S. gal (17 L)

•

Pail
Pail

3.2 U.S. gal (12 L)
1 U.S. gal (3.8 L)

•
•

PLEASE NOTE: Some products are only available in certain geographic regions, or by special order. Safety Data Sheets (SDS)
are available for all Continental products upon request. For more information not covered here, please call 800.237.5505 (USA),
866.649.7786 (Canada), or visit www.continental-bp.com.
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FINISHING
PRODUCTS
RAPID COAT PRO*
Professional-grade joint compound that applies exceptionally smoothly and
sands easily with lower shrinkage. Packaged in taller boxes for easier pouring.
Ideal for use in all phases of drywall finishing: taping, finishing, skim coating,
texturing, filling corner beads and trim, and concealing nail or screw dimples.
Can also be used as a bonding agent when laminating drywall together.
* Only available in Canada

CONTAINER

SIZE

			
Box

50.7 lbs (23 kg)

COLOR

STANDARDS

White

ASTM

•

C475

COLOR

STANDARDS

White

ASTM

RAPID DECO® LEVEL 5
Joint compound specifically formulated to be used with Continental
Rapid Deco Level 5 skim-coated drywall. Can also be used as a
traditional skim-coat material for non-coated drywall. Ideal for use in
all phases of drywall finishing: taping, finishing, skim coating, texturing,
filling corner beads and trim, and concealing nail or screw dimples.

CONTAINER

SIZE

			

Pail
4.5 U.S. gal (17 L)
•
				

C475
C840 Level 5

RAPID JOINT® (20, 45, 90, 210)
Chemically activated setting-type joint compound with timecontrolled hardening properties. Durable and excellent for most
pre-filling, taping and first or finish coating applications. Available
in four set times (20, 45, 90 and 210 minutes).

CONTAINER

SIZE

			
Bag

18 lbs (8.17 kg)
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COLOR

STANDARDS

White

ASTM

•

C475

www.continental-bp.com
800.237.5505 USA | 866.649.7786 Canada

